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Introduction
In this article, we consider the general nonlinear differential equation of order p given by where , are linear operators, is a positive integer, ( ), Φ( ) are known functions of the independent variable , and ( ) is an unknown function (see [1] ), and is assumed to be solved in the domain ∈ [ , ] . The function represents the nonlinear operator while the primes indicate differentiation with respect to .
In recent times, the studies on highly nonlinear boundary value problems have been the focus of considerable attention and this is as a result of the importance of these problems in modelling engineering, science, fluid mechanics and real life phenomena. Since most of these problems do not have exact analytic solutions, we resort to approximate and numerical techniques. Among the analytical and numerical methods that have been used to solve nonlinear boundary value problems are homotopy analysis method which was proposed by Liao [2] The popularity of collocation method is due in part to their conceptual simplicity, wide applicability and ease of implementation [23] . In collocation method, a set of points are chosen which are called collocation points. The approach requires that at the chosen collocation points, the residual equation is satisfied, thus yielding a number of collocation equations. These equations in conjunction with the resulting equations from boundary conditions are solved to determine the unknown constant parameters which are thereafter substituted into the trial solution to yield the desired approximate solution. Motivated by the robust and great advantage of simplicity of collocation methods in approximating solutions of equations (linear and nonlinear), we developed the hybrid method which combines Chebyshev Collocation method with Laplace and Differential Transform methods. The method depends less on many restrictive factors as in Homotopy Analysis Method (HAM) and Spectral Homotopy Analysis Method. The method also has to its advantage better accuracy than the Chebyschev Collocation Method, Laplace Transform Collocation Method and the Differential Transform Collocation Method.
The remaining part of this paper is organized as follows. In Section 2, we discuss some basic ideas of Laplace and differential transforms and construction of Chebyshev polynomials. Also in Section 3, we give the description of the new method while Section 4 is devoted to the discussion of error and convergence analysis. Section 5 discusses the numerical stability of the proposed method while Section 6 gives details of implementation of the method on some problems and their results are presented. Finally, concluding remarks are given in Section 7.
Basic ideas of Laplace and differential transforms and properties Chebyshev polynomials
This section describes the basic ideas of Laplace and differential transforms method and employs the properties of first kind shifted Chebyshev polynomials.
Laplace transform
The Laplace transform of a function ( ) for ≥ 0, is defined as
where is real, and  is called the Laplace transform operator. The conditions for the existence of a Laplace transform ( ) may fail to exist. If ( ) has infinite discontinuities or if it grows up rapidly, then ( ) does not exist. Thus the following are the Laplace transform of derivatives:
Furthermore, if the Laplace transform of ( ) is ( ), then the inverse Laplace transform of ( ) is ( ). In other words, we write
where  −1 is the operator of the inverse Laplace transform. For more details on other properties of Laplace transform (see [24] ).
Differential transform
The differential transformation method of function ( ) is defined as
where ( ) is the original function and ( ) is the transformed function and the inverse differential transformation is defined as
In truncated series form, (2.4) can be written as [25] ( ) = ∑ =0 ( ) .
(2.6)
The following properties hold for differential transformation (1) If ( ) = ( ) ± ℎ( ), then ( ) = ( ) ± ( ). (4) If ( ) = ( )ℎ( ), then ( ) = ∑ 1 =0 ( 1 ) ( − 1 ).
Construction of Chebyshev polynomial
The Chebyshev polynomial of degree over the interval [−1, 1] is defined by the relation ( ) = cos( cos −1 ).
(2.7)
Letting = cos −1 , so that = cos , then we have
which implies that 0 ( ) = 1, 1 ( ) = .
But ( ) = cos , thus 12) and this is called shifted Chebyshev polynomials (see [26] ).
Description of Hybrid Collocation Method (HCM)
In this section, we give detailed description of the proposed method to solve numerically the ℎ-order nonlinear differential equation of the form (1.1) and the associated separated boundary conditions (1.2). The ℎ-order derivative is first sought in the truncated Chebyshev series form and then Laplace transform is carried out to obtain the expression for the function itself and thereafter differential transform is applied. Thus we have
Taking the Laplace transform of both sides of (3.1), we have
2) is rearranged and simplified to give
.
On taking the inverse Laplace transform of (3.3), we have
(3.4) Then taking the differential transform of (3.4), we obtain
(3.5)
Thus the new approximate solution to ( ) is given as
where ( ) is the value on the right-hand side of (3.5). Substituting (3.6) into (1.1) yields
Collocating (3.7) at the points = , we have The unknown constants are determined by using Newton's method and these are thereafter substituted into (3.6) to give the required approximate solution.
Error and convergence analysis
This section is devoted to the study of error and convergence analysis of the method. Following [27] , we state the following theorem:
Theorem 4.1. The error in approximating ( ) by the sum of its first terms is bounded by the sum of the absolute values of all the neglected coefficients. In essence, if
Bataineh [28] and Ömür et al. [29] performed convergence studies on collocation methods by investigating the rates of convergence of Bernstein and Dickson polynomial solutions, respectively in Banach space. Following [28] and [29] , we determine the behaviour of the solution by substituting ( ) into (1.1) since the residual function always shows distinctive reaction for different values of and therefore a residual function ( ) is obtained. So, we have
where ( ) is defined on the interval [ , ], and it can be put in the form
Thus we state and prove the following theorem.
Theorem 4.2 ([28] , [29] ). Let be a Banach space. The residual function sequence { } ∞ =4 is convergent in and the following inequality is satisfied so that 0 < < 1. Here is constant in :
so the inequality in (4.4) can be written at the point as
From inequality (4.5), we have
The generalization of (4.6) gives
For any , ∈ ℕ, ≥ , we have
If < 1 in the above inequality, then
Therefore, { ( )} ∞ =4 is a Cauchy sequence in and so it is convergent.
In the proposed method, it should be noted that the theorem is valid for second-order problems and for higher order problems, must take a value greater than twice the order of the problem, i.e., ≥ 2 + 1.
Numerical stability
Following [30] , we demonstrate the stability of the proposed method by choosing and adding some random noises , = 1, 2, ⋯ to the initial data (0), ′ (0), ⋯, −1 (0) such that
where is a small quantity which can be taken as some certain percent of maximum absolute errors. Therefore the residual function together with associated separated boundary conditions with noises for (1.1) and (1.2) are given by
and
Thus the approximate solution with noises is given as
For the purpose of clarity, all the examples in the next section are solved with and without noises to establish and confirm the stability of the new method. Thus, we choose the noises 1 , 2 , and 3 to be 10 −2 , 10 −3 , and 10 −4 respectively.
Numerical examples
In this section, we implement the new method described in Section 3 on some illustrative examples of second and fourth-order highly nonlinear boundary value problems of ordinary differential equations to test its efficiency and applicability. Example 6.1. We first consider the Darcy-Brinkman-Forcehheimer equation [31] .
subject to the symmetry boundary conditions
where is the viscosity ratio, is the Foschheimer number and is the porous media shape parameter.
This problem has been analytically and numerically solved by using different approaches, among them are homotopy perturbation method [10] , spectral homotopy analysis method [1] , tau homotopy analysis method [32] , etc. We apply the proposed method that we described in Section 3 to solve this problem when = 8 and = 10. Thus for = 8, we have
Taking the Laplace transform of (6.3), we obtain
By rearranging (6.4) and replacing (0) and ′ (0) with 1 and 2 respectively, we get
where 1 and 2 are constants to be determined using the boundary conditions. Then taking the inverse Laplace transform of (6.5) and thereafter applying Property 5, we obtain 
From (6.6), we obtain the values of ( ), for = 0, 1, ⋯ , 10 as follows: Table 3 Numerical Results for Example 6.1 when = 8, and = = 1. 
= 16384 45 8 . Substituting Y(0), Y(1), . . . , Y(10) into (3.6), we obtain a new trial function in terms of unknown constants 1 , 2 , 0 , ⋯ , 8 . Thereafter, the new trial function is substituted into (6.3) for = 0, = 1 and = 1 to obtain a residual function which is then collocated at nine equally-spaced points, ( = 10 , = 1, 2, ⋯ , 9) , and equated to zero. The system of equations so obtained and those obtained using the boundary conditions are solved by employing Newton's method to get 0 = −1, 1 = 0, 2 = 0, 3 = 0, 4 = 0, 5 = 0, 6 = 0, 7 = 0, 8 = 0, 1 = 0.5, 2 = 0.
Hence, the approximate solution is given as
Tables 1, 2 and 3 show the comparison of the values obtained by the present method and the existing methods for different values of , and . Figs. 1a, 2a and 3a show the graphs of HCM solutions for different values of , , and when = 8. Figs. 1b, 2b and 3b display the variations in the approximate solutions with and without noises. In each case, it is observed that the effect of the noise terms on the solutions is negligible. Hence, the proposed method is numerically stable. Example 6.2. The transformed equation of the problem of laminar viscous flow in a semi-porous channel subject to a transverse magnetic field is given by [1] , [5] , [6] ( ) − 2 ′′ ( ) + ( ( ) ′′′ ( ) − ′ ( ) ′′ ( ) ) = 0, (6.7)
subject to the boundary conditions = 0, ′ = 0, = 0, = 1, ′ = 0, = 1,
where and are the Hartmann and Reynolds numbers, respectively.
We apply the proposed method to solve this problem when = 8 and = 10, and we provide the numerical solutions at different values of . Also, an interesting comparison is made and it is observed that the results are in good agreement with the exact solution and also compare favourably with the existing results in the literature. In Fig. 4a the effect of Reynold's number on the approximate solution is shown given = 1. The plot of the approximate solution with different noise terms as compared with the exact solution is shown in Fig. 4b . It is observed that the effect of noise terms on the approximate solution is negligible. Hence the proposed method is stable. Also, the numerical results of this problem are presented in Tables 4 and the results show that the method is efficient, reliable and accurate.
By applying Theorem 4.2, we give the convergence of the HCM solutions for Example (6.2). We consider cases = 5, 6, 7, 8 which eventually give = 9, 10, 11, 12 respectively since the problem is of order four. Thus we have 
From the sequence obtained, it is obvious that { (1)} ∞ =9 satisfies the inequality | +1 (1)| ≤ | (1)| with respect to < 1 at = 1. Therefore it can be concluded that { (1)} ∞ =9 is convergent in . Example 6.3. We consider the following transformed equation of the problem of two-dimensional viscous flow in a rectangular domain bounded by two moving porous walls [1] , [33] .
subject to the boundary conditions = 0, ′′ = 0, = 0, = 1, ′ = 0, = 1.
(6.10) Here, is the non-dimensional wall dilation rate defined to be positive for expansion and negative for contraction while is the permeation Reynolds number defined positive for injection and negative for suction through the walls (see [1] ). Motsa [1] , Dinarvand and Rashidi [33] , etc., employed spectral homotopy analysis and homotopy analysis methods respectively to study Example 6.3. In this paper, we used our proposed method to solve the problem for different values of Reynolds number, , and the non-dimensional wall dilation rate, . Table 5 presents the numerical results for cases = −2, 0, 2 when = −1. Also, Fig. 5a shows the graph of ′ ( ) over a range of at = 0. The plot of ′ ( ) with different noise terms as compared with the exact solution is shown in Fig. 5b . It is observed that the effect of noise terms on the approximate solution is negligible. Hence, the proposed method is stable. Example 6.4. We also consider a transformed nonlinear equation governing two-dimensional constant speed squeezing flow of a viscous fluid between two approaching parallel plates [8] , [17] ( ) + ( ) ′′′ ( ) = 0, (6.11) subject to the boundary conditions (0) = 0, ′′ (0) = 0, (6.12) and
(1) = 1,
The proposed method is applied to solve this problem by using different values of such as = 5, 6, 7. The numerical results obtained are presented in Table 6 when = 2. Fig. 6a shows the graph of the results of ′ ( ) for different values of . The plot for ′ ( ) with different noise terms as compared with the exact solution is shown in Fig. 6b . It is observed that the effect of noise terms on the approximate solution is negligible. Hence, the proposed method is stable. Example 6.5. As the fifth example, we consider the following fin temperature distribution problem [15] , [22] ′′ ( ) + ( ) ′′ ( ) + ( ′ ( ) ) 2 − 2 ( ) = 0, (6.14) subject to the boundary conditions ′ = 0 at = 0, and = 1 at = 1, where is the thermo-geometric fin parameter and is the thermal conductivity parameter.
This problem has been studied by several authors and different approaches have been used to obtain its approximate solutions. Among the methods are: differential transformation method [34] , homotopy perturbation method [35] , Taylor series method [36] , numerical approach [37] and homotopy analysis method [38] . We apply our method to solve this problem and the results obtained are presented in Tables 7  and 8 when = 8. The tables show the results of dimensionless temperature distribution when = 0, = 0.5 and = 0, = 1. Also, Fig. 7a shows the graph of dimensionless temperature when = 0.5 with different thermal conductivity parameter . The plot of the approximate solution with different noise terms as compared with the exact solution is shown in Fig. 7b . It is observed that the effect of noise terms on the approximate solution is negligible. Hence, the proposed method is stable.
Similarly, by using Theorem 4.2, the convergence of the proposed method for Example 6.5 is given as follows for cases = 2, 3, ⋯ , 8 which also mean = 4, 5, ⋯ , 10. The residual functions sequence in this case is given as follows:
{| (1)|} ∞ =4 = { | 4 (1)|, | 5 (1)|, | 6 (1)|, | 7 (1)|, | 8 (1)|, | 9 (1)|, 
Since { (1)} ∞ =4 satisfies the inequality | +1 (1)| ≤ | (1)| with respect to < 1 at = 1, it can therefore be concluded that the residual functions sequence is a Cauchy sequence in and thus convergent.
Conclusion
In this paper, we have proposed a new collocation method based on Laplace and differential transform methods for the solution of highly nonlinear boundary value problems of ordinary differential equations. Special attention is given to study the convergence and stability analysis of the proposed method. The method is employed to solve the Darcy-Brinkman-Forchheimer equation, laminar viscous flow problem in a semi-porous channel subject to a transverse magnetic field, twodimensional viscous problem in a rectangular domain bounded by two moving porous walls and a fin temperature-dependent distribution problem. From Tables 1, 2, 3, 4, 5, 6, 7 and 8 and Figs. 1, 2, 3, 4 , 5, 6 and 7, it is obvious that the new method is highly accurate, efficient and it is also observed that the new method is numerically stable. The significant advantage of the is that it converges rapidly to the solutions of the problems considered in this work with small values of and it can be used to solve other problems emanating from science, engineering, fluid mechanics and all nonlinear problems in general.
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